102x44x7.5mm

2750 (STANDARD PALIDADE FENCE PANEL SIZE)

1/No. PALES

132 OVERSAIL

3.9mm THICK GALVANISED STEEL PALISADE
FENCE PALES TO BS 1722 WITH TRIPLE
POINTED AND SPLAYED TOPS, FIXED AT
152mm CENTRES WITH ZINC PLATED BOLTS
AND PERMACONE NUTS

50x10x178mm

SLOTTED HOLES,

SIDES TO POSTS

SINGLE PALISADE GATE

GENERAL NOTES

DO NOT SCALE THIS DRAWING, TAKE FIGURED DIMENSIONS ONLY

ALL COMPONENTS MILD STEEL GRADE 43

ALL COMPONENTS HOT DIPPED GALVANISED AFTER FABRICATION

T0 BS 729

ALL BOLTS TO BE GRADE 8.8 GALVANISED AND HAVE

PERMANENT NUTS OR LOCKNUTS

ALL WELDS 6MM FILLET FULL & CONTINUOUS, DRESSED SMOOTH

AND FREE FROM SHARP EDGES

ALL OPEN ENDS TO HAVE BLACK PLASTIC STOPS

ALL GATES TO OPEN OUT FROM SUBSTATION
— ALL LEAVES ACTIVE

DOUBLE PALISADE GATE
100x50x6mm  CLASHING PLATE
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~ ~ L 50x50x6 RSA HORIZONTAL RAIL 100x50x6mm CLASHING PLATE
(@)
= m\ ||~ 2No. 30x10 MS FLATS FIXED TO DROP BOLTS
S BOTTOM RAIL WITH 8mm DIA.
o BOLTS AND EMBEDDED 100mm
= 3 MINIMUM INTO 200x200x200mm
L DEEP MASS CONCRETE FOOTING. CONCRETE FOR BASES TO BE 1:2:4 MIX OF ORDINARY
S 200 PORTLAND CEMENT. MINIMUM CONCRETE CRUSHING STRENGTH
© NOTE: 35N/mm? (AT 28 DAYS)
FOUNDATION SIZES ARE BASED ON ON THE ASSUMPTION OF NORMAL
GROUND CONDITIONS AND WIND LOADINGS.
FOUNDATIONS TO BE TAKEN DOWN TO GROUND THAT IS
L IN ABNORMAL CONDITIONS, CONDITIONS OF EXTREME EXPOSURE OR SEVERE SUFFICIENTLY FIRM TO PROVIDE PHYSICAL SUPPORT TO. THE
MASS CONCRETE CONDITIONS OF SERVICE SPECIAL MEASURES MIGHT BE REQUIRED. STRUCTURE. SITE PHOTO'S TO BE TAKEN INDICATING. EVIDENGE
FOUNDATION OF FOUNDATION DEPTH WHERE INCREASED DIG IS GREATER
ELEVATION ON FENCE / GATE THAN 400mm.
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3.9mm THICK GALVANISED STEEL PALISADE SHOOT BOLT 100x00x6mm CLASHING PLATE
FENCE PALES TO BS 1722 WITH TRIPLE iﬁi ?Bi
POINTED AND SPLAYED TOPS, FIXED AT
152mm CENTRES WITH ZINC PLATED BOLTS
AND PERMACONE NUTS
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