\\|<<Iim PVCu BARGE BOARD

S0x5 GALVANISED MS
STRAPS PLUGGED AND
SCREWED TO CAVITY FACE
OF BLOCKWORK AND
NAILED TO TOP OF
RAFTERS AND NOGGINS
OVER FIRST THREE

GABLE LADDER AT MAX 600mm CENTRES
OVER TOP OF GABLE WALL FOR BARGE

BOARD FIXING

750x050mm  19mm PLYWOOD, LOOSE FIT,
FREE TO LIFT AND NON—LOCKABLE LOFT
ACCESS HATCH

TRUSSES @1200c/c MAX

NT

100x25mm SW DIAGONAL

PROPRIETARY 17.5" DUO—PITCH

GANGNAILED ROOF TRUSSES AT MAX

600mm CENTRES \_ H

100X25mm LONGITUDINAL BRACING AT
RIDGE LEVEL

BRACING UP RAFTER MEMBERS

100x75 TIMBER WALLPLATE STRAPPED TO
BLOCKWORK INNER LEAF AT MAX 1.8m
CENTRES

115mm DEEPFLOW GUTTER ON WHITE

N
i

PVCu FASCIA

PLAN ON ROOF CARCASSING
2

(SCALE 1:25)

DETAIL A

ROOF MEMBERS AT MAX 600mm

MARLEY MODERN OR SIMILAR

CONCRETE INTERLOCKING RIDGE TILES

MARLEY MODERN OR SIMILAR RIDGE UNION

CENTRES AND ROOF BRACING
||

SW PERIMETER SKIRTING

ROOF TRUSSES TO BE
FIXED DOWN TO WALLPLATE
USING MARLEY OR SIMILAR
TRUSS CLIPS

DETAIL A

(SCALE 1:20)

MARLEY ETERNIT MODERN FILLER UNIT
MARLEY MODERN OR SIMILAR TILE CLIP

CONCRETE INTERLOCKING ROOF TILES TO SPECIFICATION

TILING BATTENS TO SPECIFICATION
SARKING FELT TO SPECIFICATION, DRESSED INTO GUTTER

TREATED SW TILTING FILLET

¢/—=——100mm DIA BLACK PLASTIC GUTTER

2 WHITE PVCu FASCIA AND SOFFIT
Vﬁmm;ﬁz DIA BLACK PLASTIC RAINWATER PIPE
BLOCKWORK CAVITY CLOSER AT HEAD OF WALL

100x/75mm SW WALLPLATE FIXED DOWN TO

TOP OF BLOCKWORK WITH 30x5x900mm GALV'
MS STRAPS AT MAX 2m CENTRES

BRICKWORK

o0mm CLEAR CAVITY

100mm HIGH DENSITY BLOCKWORK

6mm MASTERBOARD SOFFIT,
OR SIMILAR, TO GIVE A
MOISTURE RESISTANT, ONE
HOUR FIRE—RESISTANT FINISH

2700 LIMESTONE TO U/S TRUSS

CONCRETE PLINTH (SITE SPECIFIC)
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PROPRIETARY  STAINLESS
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SECTION T1-1

(SCALE 1:25)

DTP TYPE 1 FILL MATERIAL WELL

COMPACTED IN MAX 150mm  LAYERS
UP FROM APPROVED BEARING LEVEL
UP TO FORMATION LEVEL FOR PLINTH

ENWL STANDARDS

CONCRETE THRESHOLD

SECTION 2—2

(SCALE 1:25)

————ENGINEERING BRICKWORK

TO SPECIFICATION BELOW
DPC LEVEL ALL AROUND

ﬁ| MASS CONCRETE STRIP

FOUNDATION 600(W)x200mm(D)
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WITH DRAWING No. 900350/026
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